O/LVP+SPD G2 Series

BP-LIGHT

G2 Features

Input Voltage Range: 0-440V

Output Voltage range: 150-280Vac

OVP: disconnected when mains voltage>305Vac
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Uin:max 440V

LVP: disconnected when mains voltage<85Vac
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N e Anti-flickering from mains voltage spikes(3s)

| o LED ind.
() [o] (o) BROWN BLUE GRN:Normal
RED: O/LVP

Ni L 6

il

Soft start for lower inrush current
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Uc:277v

Protection: L-N, L-PE, N-PE

Uc:277v Uin:max 440V

Open Circuit Voltage (Uoc) 20kV, 1.2/50ps

R —

®otc Fn:50/60Hz IL:5A ‘ ®tc Fn:50/60Hz IL:5A
In:(L-N):5KA (L/N-PE):5KA U0:85-305V In:(L-N):5KA (L/N-PE):5KA U0:85-305V
L | voci(t-ny: ok (L/n-pE):ToKY UP:(L-N):2KV | 7| oce-n): 10kv (LN-pE):ToKY UP:(L-N):2KV Max discharge current: 20KA(one time), 8/20us
I ta:-40....+55°C te(max):85°C 1 ta:-40....+55%C te(max):85°C
20KV SPD thermally protected
O/LVP indicator and SPD EOL indictor
EN 61643-11 - T2&3
c E CB| RoHS @) 6kV DIFF 10kV DIFF o ;
10KV COMM 20kV COMM Series installation
Wire and terminal version
Product Type SPD+0/LVP 20S-440W SPD+0/LVP 10S-440W SPD+0/LVP 20S-44 0T SPD+0/LVP 10S-440T
ypP 85-305V 166 G2 85-305V 166 G2 85-305V 142 G2 85-305V 142 G2
Input Voltage
(Performance range) 0-440 0-440 0-440 0-440
Work Voltage (Rangev) 85-305 85-305 85-305 85-305
LVP (less than:v) 85 85 85 85
OVP (greater than:v) 305 305 305 305
SPD 20 10 20 10
P 66 66 42 42
TC MAX 85° 85° 85° 85°
Antll—fhckerlngfrqm 35 3s 3s 35
mains voltage spikes
Working Diagramfor input Voltage V:
Voltage value of 85V can be customized Voltage value of 305V can be customized
(adjustable upward or downward) (adjustable upward or downward)
A A
> MAX:V
N LvP tecti tivated N N lvolt. N OVP tecti tivated N SPD
protection activate ormal voltage range protection activate
il Sl L light off = steady illumination 220 light off ) protection activated
N LvP tecti tivated ’ N lvolt " OVP tecti tivated N SPD
protection activate ormal voltage range protection activate
Oy s L light off 5 steady illumination 0 light off ) protection activated
v v
Customized model 1 LVP protection voltage Normal voltage range OVP protection voltage can 440 SPD rating can be
with O/LVP + SPD can be user-defined can be user-defined be user-defined user-defined




